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ABSTRACT

The Rocket Engine Design Expert System (REDES) is being developed at the NASA Lewis

Research Center to collect, automate, and perpetuate the existing expertise of perfonning a

comprehensive locket engine analysis mid design. Currently, REDES uses the rigorous JANNAF

_nethodology to _malvze the performance of the thrust chamber and perfonn computational studies

of liquid rocket engine problems. _It_e following computer codes have been included in REDES: a

gas properties progrmn named GASP, a nozzle design program nmned RAO. a regenerative

cooling chmmel perlonn;mce evaluation code mmmd RTE, and the JANNAF stand:tad liquid rocket

engine performmlcc prediction code TDK (including performance evaluation modules ODF,

ODK, TDE, TDK. and F;I.M). Computational analyses are being conducted by REI)ES to pr,_vide

,,,olutions to liquid rocket engm.c thrust chamber problems. REDES is built in the Knowledge Engi-

neering blnvironment (K EE! expert system shell and runs on a Sun 4/110 computer.

INTRODUCTION

Many d_,mains of expertise arc required for the complex task of analyzing and designing a

[iquid rock_:t engine ttuust chgmaber (figure 1). Presently, this expertise is possessed by h_dividuals

who, when a_,semt,led and organized, constitute a "design tearn." Experts in each teclmical field

l_ltlSl interact with each other, iterating between intermediate solutions, to arrive at a final design.

Figure 1. Ma_v domains _![ c_l)ertise are required to design a thr_st chamber.
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Figure 2. Liquid rocket propulsion system reference fi'ame, from reference 2.
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When the experts perform an analysis or design by themselves, they tend to resort to engineering

simplifications to accomplish the portions of the analysis which lie outside their area of specializa-

tion. These simplifications are done by making use of less complex computer codes as well as

generalized "rules of thumb." Expert systems can make complex codes easier to use, provide for

data sharing between individual codes, and permit the interaction of codes for an iterative solution.

An expert system designed to carry out a liquid rocket engine design would encourage the proper

use of technically rigorous computer codes and provide expertise to a user who may not be an
expert in these areas.

In 1989, development of an expert system began at the NASA Lewis Research Center (LeRC)

to collect, automate, and perpetuate the existing expertise of performing a comprehensive rocket

engine analysis and design. To speed development, the expert system is being built within a

commercially available expert system shell. A rocket engine design "knowledgebase", consisting

of numeric and symbolic data, computer programs, graphic images, and lines of code written in the

Lisp computer language, is being developed. Combining the specialized rocket engine design

knowledgebase with the expert system shell software functionality results in the Rocket Engine

Design Expert System (REDES). Initially, REDES contained preliminary computational and

design capabilities demonstrating liquid rocket engine thrust chamber analyses t. Ultimately,

REDES could perform a complete propulsion system analysis with all of the individual compo-

nents being designed or evaluated at the expert level with interaction between components to

achieve optimization of the system (figure 2) 2.

In the near-term, the goal of the REDES development program is timely computational anal-

yses of liquid rocket engine thrust chamber problems. Through the expansion of the current

computational domain of the expert system, and the addition of rule-based design capabilities,

REDES will achieve'its intermediate-term goal of being able to evaluate the performance of the

thrust chamber and feed system (turbomachinery), as well as provide limited design capabilities.

The long-term goal of the REDES program is to analyze and design a complete propulsion

system, from propellant tanks to thrust chamber nozzle exit, using state-of-the-art heuristic design

methods and computational tools.

The objective of this report is to describe the REDES program to date, including its design defi-

nition and implementation, development management, and technical capabilities.

SYSTEM DESIGN

To determine the requirements of the REDES program, a linear process was followed. Identi-

fying what REDES was desired to do defined the system operational requirements. Determining
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whatbasicfunctionscouldmeettheserequirementsdefmedthesystemfunctionalrequirements,
andaspecificexpertsystemshellwasidentifiedto meettheseneeds.Hardwareresourcerequire-
mentsof thespecificshellsoftwarenextdeterminedtheclassof computerrequired,andthe
specifichardwareonwhichto developtheexpertsystemwasselected.

REDES'operationalrequirementsincludedtheabilitiesto:provideasimpleinterfacebetween
theuserandtheoperationof availablefunctions,analyzetheperformanceof aliquid rocketengine,
designvariouscomponentsof a liquid rocketengine,provideresultsto theuser,andfacilitatethe
integrationof new analysisanddesignprocedures.

Decidingto useanexpertsystemshell to build REDESsatisfiedthelastoperationalrequire-
ment.Expertsystemshellsfacilitatethe integrationof newcapabilitiesandfunctionsinto the
knowledgebase.Designfeatureswhichweredeterminedtomeettheremainingsystemoperational
requirementsincluded:

• a"point andclick" styleof interface,utilizing asystemof overlappingimagepan-
els,menus,push-buttons,andvaluedisplays,to giveREDESasimpleandintuitive
feel.Limitedkeyboardentry isnecessaryonlyto inputindividualparametervalues.

• analysesof liquid rocketengineperformanceandparametersaccomplishedthrough
theinclusionof aJANNAF standardcomputercode3andotheravailablepro-
grams4,5.

• thrustchamberdesigncapabilitiesby usingindependentdesigncodes6or by pro-
grammingdesignalgorithmsdirectly into theexpertsystemusingtheLisp pro-
gramminglanguage.

• outputfrom theanalysisor designportionsof REDESprovidedto theuserthrough
theexpertsysteminterfaceor in theform of graphicalplots.Outputdatasetsfrom
eachcodewithin REDESareavailableto theuserafterarun andcanbeviewed
usingtheeditorwithin theexpertsystemshell,orprintedoutusingtheappropriate
operatingsystemcommands,outsidetheshellsoftware.

Thesedesignfeaturesrequiredasetof systemfunctionalrequirementsto beprovidedby the
shellsoftware:anextensivegraphicalcapabilityto build theuserinterfaceandto displayoutput
results,theability to interactwith thecomputer'soperatingsystemto runperformanceevaluation
codes,andanobjectorientedprogramminglanguagefor discreteintegrationof componentanal-
yses.Theexpertsystemshellchosento managethisproblemwastheKnowledgeEngineering
Environment(KEE),availablefrom IntelliCorp,Incorporated.

Computerhardwarerequirementswereestablishedbasedon theexpertsystemshellsoftware,
includingtheamountof randomaccessmemory(RAM), disk storagespace,operatingsystem,
graphicsmonitor,tapedrive,peripherals,residentlanguages,andswapspace.Thehardware
selectedfor theREDESdevelopmentprogramwasthemodel4/110computerfrom SunMicrosys-
terns,Incorporated.

Figure3 isahigh-leveldiagramshowingREDES' interfaceswith theuser,Lisp functions,the
operatingsystem,andall currentlyimplementedcomputerprograms.

DEVELOPMENT APPROACH

The approach taken with respect to managing the development of REDES incorporated the

definition of expansion capabilities, and a prioritization scheme for implementing new features. An



important aspect of REDES' development is identifying the customers and end-users, and antici-

pating and meeting their needs.

Listed in table 1 are some of REDES' potential technical and functional capabilities. Some of

these may require the acquisition and execution of computer codes, while others depend solely

upon functions which must be programmed into the expert system shell. Capabilities of REDES

can be broken down into two main categories: functional and technical. Functional capabilities

provide the user a utility which assists in the operation of the expert system, but do not analyze or

predict the performance of a rocket engine or any of its components. Measurement unit conver-

sions and help screens are examples of functional capabilities. Technical capabilities can them-

selves be divided into two subcategories: analysis and design. Analysis capabilities include

performance evaluation computer codes which REDES autonomously runs from a user provided

design. Design capabilities include functions which perform an actual design that conforms to a set

of user provided requirements.

In order to determine which capability receives development priority, an "as needed" imple-

mentation policy was adopted. After base technical analytical capabilities within REDES were

implemented, REDES was used as an analytical study "work horse". Members of the Space

Propulsion Technology Division (SPTD) at NASA LeRC supplied several problems to REDES

developers. Functions were written to automate the desired analytical studies. These functions take

advantage of REDES' computational and functional assets, and perform the data analysis steps

required for a computational study. In this way, new capability prioritization has been based on

current problem needs.

As previously mentioned, the near-term goal of REDES was defined as timely computational

analyses of liquid rocket engine thrust chamber problems. Meeting existing computational needs

prioritizes the implementation of REDES' new technical and functional capabilities.

Figure 3. Interfacing between REDES and the computer programs is achieved

through the use of operating system calls made by LISP functions
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Table 1. Listing of REDES' possible technical and

Technical Capabilities ._I_

Add Combustion Stability Code

........... .........
Add New Injector Designs L

Perform Chamber Life Calculations

Add Machine Design Optimizations

Design Heat Sink Hardware ._

More Ap Calculation Schemes

Regenerative Cooling Channel Design I r

_unctional capabilities.
u

Functional Capabilities

Add REDES Start-up Sequence

Add Help Control Panel

Add Program Sequencing

Add Auto-Demo

Add Graphical Data Input

Add Coordinate Sharing

Sophisticated Error Trapping

CAPABILITIES

REDES' current computational capabilities for each of the disciplines shown in figure 1 is

described below. Figure 3 shows the names of individual codes or modules which are used to eval-

uate performance of the thrust chamber. Capabilities of the expert system shell and REDES allow

any computer programs to be linked to one another, allowing for iterative, interactive solutions to

rocket engine problems.

Injector Design - Computation of thermodynamic properties of propellants is computed

using a fluid properties program named GASP 4. Properties of propellants which

GASP cannot handle are computed using simplified relationships. Design is cur-

rently limited to a simplified algorithm for coaxial injector elements, determining

the number and location of the elements on the injector face.

Energy Release and Performance Analysis - A JANNAF standard computer code,

called the Two Dimensional Kinetics (TDK) reference computer program 3 is used

for both of these disciplines. TDK is a collection of computational modules which

allow the user to select which physical phenomena should be considered in the anal-

ysis. Computer modules included in TDK which are currently a pan of REDES are:

One Dimensional Equilibrium (ODE), Two Dimensional Equilibrium (TDE), One

Dimensional Kinetics (ODK), Two Dimensional Kinetics (TDK), and the Bound-

ary Layer Module (BLM). Together, these programs can evaluate the performance

of the combustion chamber, throat, and supersonic nozzle regions. Table 2 gives the

TDK fuel and oxidizer options available within REDES.

Nozzle Wall Heat Transfer - REDES can analyze nozzle wall heat transfer cases includ-

ing an adiabatic or a regeneratively cooled wall. TDK is used to determine perfor-

mance of the thrust chamber with an adiabatic nozzle wall. Regenerative cooling

channels are analyzed within REDES with the Rocket Thermal Evaluation (RTE)

Table 2. List of TDK fuel and oxidizer options available within REDES.

Fuels: Hz, CH4, MMH, RP-1, UDMH, N2H 4

Oxidizers: 02, H202, F2, HNO3, N204, Air
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Table 3. Specifications identifying engines investigated in the REDES and ASES analyses.

Case 1 2 3 4 5

Missions LC LM LTV LEV LTV LEVI LEV2 MTV iMEV1 MEV2

Thrust/Engine 20K 20K 20K 20K 20K 10K 10K 34K 34K 34K

No. Engines 2 4 4 4 4 3 3 3 4 2

Core Diameter 15 fi 15fl 15fl 25ft 15ft 15ft 25ft 5m 7m 5m

LC-Lunar Cargo
LTV=Lunar Transfer Vehicle

MTV-Mars Transfer Vehicle

LM=Lunar Manned

LEV=Lunar Excursion Vehicle

MEV=Mars Excursion Vehicle

code 5. RTE can be coupled with other codes to allow analytical interactivity. For

example, for given constant chamber conditions, RTE solutions can be iteratively

computed to determine the coolant channel inlet temperature and pressure which
result in the desired chamber conditions.

Nozzle Design - To determine the contour of the supersonic nozzle, REDES makes use

of the many nozzle contour option available within TDK as well as the RAO 6 nozzle

design code. A nozzle contour can be computed as a preliminary step for any other

analysis performed by REDES.

Two disciplines, "Injection & Atomization" and "Combustion Stability", are shown in figure 1 as

darkened boxes. These disciplines are currently not included in REDES.

Regions of the rocket engine for which a frame structure and computational capability

currently exists include the thrust chamber and the regenerative cooling channel portion of the feed

system. Development of the frame structure for the feed system and turbomachinery portion of the

propulsion system in REDES has begun, but no analytical capabilities have been implemented.

SAMPLE APPLICATION OF REDES

REDES was used to conduct studies such as the thrust dependent engine sizing analysis

described below. An advanced space engine sizing (ASES) analysis, performed using simplified

analysis procedures, was rerun using REDES' engine sizing function and results were compared.

The propulsion systems investigated in the ASES and REDES analyses were categorized into

five different cases, differentiated by the mission, number of engines, thrust per engine, and propul-

sive core diameter of each vehicle (table 3). Performance of each engine was computed for three

chamber pressures.

In the ASES analysis, an ODE thrust coefficient and an assumed value of thrust was used to

calculate values of throat radius, expansion ratio, and nozzle length to match the propulsive core

diameter constraint. A simplifying assumption that thrust levels remained constant for nozzles of

any length was adopted. In reality, however, two-dimensional, chemical kinetic, and boundary

layer losses cause the thrust level to vary from the starting value if the nozzle length is changed.

These real effects were taken into account in the REDES analysis to calculate the thrust decrement

value. REDES iteratively increased the throat radius value until the calculated thrust value,

including the real effects thrust decrement, matched the desired value.

Engine geometric and operating condition data, given in table 4, were used in the REDES

study. REDES held constant the thrust level, chamber pressure, percentage of a 15" cone, and exit
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Table 4. Sample input geometry and operating conditions for the REDES analysis.

Throat Radius (in) = 1.633 O/F = 5.035

Chamber Radius (in.) = 1.7899 20.56 °K

Upstream Radius of Curvature = 2.0623 90.11 *K

Downstream Radius of Curvature = 0.1900

Upstream Tangent Angle = 26.25"

Downstream Tangent Angle = 32.00"

Fuel = H2: Tinj,fu =

Oxidizer=- 02: Tmj,o x =

radius. Outputs included values of throat radius, expansion ratio, nozzle length, and specific

impulse.
A flowchart for the REDES engine sizing function is shown in figure 4. As an initial estimate

of the throat radius, rt, the One Dimensional Equilibrium (ODE) computer code was run and the

ODE value for thrust coefficient, CF, was used in equation 1. This throat radius was then used in

the rigorous JANNAF methodology analysis to determine the thrust level, Fcat c, using the calcu-

lated thrust coefficient, CF,catc, after two-dimensional, kinetic, and boundary layer effects had been

accounted for. If the thrust computed by the analysis (given in equation 2) was not equal to the

target thrust level, FTarget,within a given tolerance limit, a new throat radius was calculated using

FTarget, chamber pressure, Pc, and Cr,c=t_, again using equation 1. This process repeated until the

target thrust level was within the tolerance limit.

r t - F_Targ et

CFPc_
(1)

t. 2
Fcalc = CF, Calc 7_ tPc

(2)

Figure 4. Flowchart of REDES thrust dependent engine sizing function.

• Run ODE

• Put CF, ODE in C F slot

• Set FCalc = 0

FT_get

• Calculate r t = _ CFPc _

• Calculate expansion area ratio

• Calculate nozzle length

• Run performance evaluation program

• Get and save CF, Calc

• Get and save Ispcal c

• Calculate and save FCalc = CF, c_tcrC_pc
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Figure 5. Isp comparison between the REDES and the ASES analyses.
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Implementation of the JANNAF methodology in predicting the rocket engine performance

included adherence to two points concerning the input data: both propellants were injected into the

thrust chamber in the liquid state, and the boundary layer analysis was performed on an adiabatic

nozzle wall, thereby reducing the non-boundary layer heat losses to zero.

Results from the analyses are shown in figure 5. ASES performance results (white bars) were

consistently higher than REDES results (gray bars), highlighting the conclusion that simplified

analyses can produce overly optimistic answers. In absolute terms of calculated specific impulse,

the ASES analysis' values were an average of 6.4 seconds higher (_=1.5%) than the REDES results.

Simplified analyses can even lead to bad results, as shown in case 4 where the difference between

the two analyses' results was 9.83 seconds. The greatest discrepancies between Isp differences at

low (600 psia) and high (1800 psia) chamber pressure values occurred in the seventh set of results

where ASES predicted no performance gain with an increase of chamber pressure, while REDES
calculated a 5.6 second benefit.

CONCLUDING REMARKS

An overview of the Rocket Engine Design Expert System (REDES) has been presented,

including: a description of REDES' computation domain and the expert system being developed,

the system requirements, a design overview, how the program development is being managed, and

REDES' current capabilities.

REDES currently provides the rigorous JANNAF methodology analysis of the liquid rocket

engine thrust chamber. Computer programs included in REDES are executed through automated

input dataset creation, program execution, and automatic collection of results from the output
dataset.

Computational studies, such as the thrust dependent engine sizing analysis, have been

performed for the Space Propulsion Technology Division at the NASA Lewis Research Center.

These have shown REDES' capability to implement and perform timely customized computational

studies with a high level of technical rigor. The example analysis described in this report shows



how over-simplified analyses can lead to over-optimistic results, bad answers, and misleading
conclusions.

Meeting existing computational needs prioritizes the implementation of REDES' new tech-

nical and functional capabilities. Requests for computational studies from members of the liquid

rocket engine community would be used to prioritize the implementation of future REDES capa-
bilities.

REDES is planned to be made publicly available. However, since it has been developed in a

commercial shell, it will be necessary for potential end-users to obtain a run-time or development

license for KEE from InteUiCorp, Incorporated, to have access to the hardware and software

resources which are required to run KEE and REDES, and make a written request to the author for

a copy of REDES. After these requirements have been fulfilled, REDES would then be delivered

to the requester with no expressed or written guarantees or warranties. REDES end-users could

communicate REDES bug reports and desired additions to the author by phone and in writing.

Updated versions of REDES would be distributed as they became available.

,
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